MATERIAL SAFETY DATA SHEET





PRODUCT IDENTIFICATION





MANUFACTURER’S NAME :  VORTEX ARGENTINA S.A.


ADDRESS : RIGLOS 855, CAPITAL FEDERAL CP 1424, ARGENTINA


PHONE NUMBER : (54)(11)4925-0044/4923-0305


FAX NUMBER :  (54)(11)4924-2948


e-MAIL : info@vortexarg.com.ar





MANUFACTURER’S CODE IDENTIFICATION AND PIGMENT TYPE :


BLANCO TOLUEN (WHITE 6), OCRE TOLUEN (YELLOW 42), AZUL TOLUEN (BLUE15), AZUL VERDOSO TOLUEN (BLUE15:3), AMARILLO TOLUEN (YELLOW12), AMARILLO BTA TOLUEN (YELLOW 1), NARANJA TOLUEN (ORANGE 13), NEGRO TOLUEN (BLACK 7), BORDEAUX TOLUEN(MIX), ROJO 2BS TOLUEN (RED 48:2). VERDE TOLUEN( G7), COLORADO TOLUEN (R101).





SYNONYMS :  Aromatic Solvent Pigment micro dispersion








HAZARDOUS INGREDIENTS


This products are not considered to be a hazardous substance under OSHA´S HAZARD comunication standard (29  CFR 1910.1200).





PHYSICAL DATA


Boiling Point : 			60 -85º C


Solubility water : 		Not Dispersible


Vapor density : 		Unknown


Appearance and odor : 	Caracterist solvent odor.


Percent solids (by weight) : 	20-25%


PH : 				6.50/8.50


Density : 			0.90 - 1.10 (Kg/liter)





FIRE & EXPLOSION HAZARD DATA


Flammability Classification : 	OSHA Flammable


                                            	Flash point not Determined


Extinguishing Media :  	Carbon Dioxide, Dry Chemical or Foam Recomended.


Special Fire-Fighting Procedures :  Use of Self-Contained Breathing Apparatus & 


                                                       Full & Protective Equipment Recommended.





Unusual Fire & Explosion Hazards :  None Known.





        HEALTH HAZARD INFORMATION :


Health Hazard Data :  No TLV Established by ACGIH or OSHA.





Routes of Exposure :


Inhalation - If use conditions generate vapor in areas where adequate ventilation is not available, NIOSH-approved vapor respirator should be worn.





Skin Contact - Skin contact with  pigment dispersions should be prevented through the use of adequate protective clothing.





Eye Contact - Eye contact with liquid should be prevented through the use of splash goggles, etc.





Ingestion - All food should be kept in separate areas for those where the dispersions are stored or used.  Eating, drinking or smoking should be prohibited from these areas.





Efects of Overexposure :


Acute Overexposure - (1) Eye contact may result in irritation of the eyes.


 (2) Low order of toxicity on singles gross contact.


Chronic Overexposure - No experimental exposures or repeated doses of long duration have been performed on this dispersion product.





Emergency & First Aid Procedures :


Eyes - Flush thoroughly with copious amounts of water for at least 20 minutes.  If irritation persist, consult physician.





Skin - Wash with soap & water very good - If symptoms occur, consult physician.





Inhalation - Remove to clean, fresh air and treat symptomatically.





Ingestion - Do not Induce vomiting and treat symptomatically.





Toxicity Information :  No specific acute or chronic toxicity studies are available.





REACTIVITY DATA


Stability :  Stable





Condition to Avoid :  None Known.





Incompatibility : Strong Oxidizing Agents





Hazardous Decomposition Products :  When  involved  in  a  fire,  burning organic 


pigments may evolve noxious fumes which may include carbon monoxide, nitrous oxides, or other toxic compounds, depending on the pigment type.  However, all of the water must be driven off first for this occur.


Hazordous Polymerization :  Will not Occur.





Condition To Avoid :  None Known.





SPILL OR LEAK PROCEDURES


Steps to be taken if material is released or spilled :


All personnel involved with spill cleanup should follow good industrial hygiene.  Small spills may be handled routinely.  Wear suitable protective clothing and eye protection to prevent skin and eye contact.  Wipe up.  Use soap and water as necessary.





Waste Disposal Method :  Disposal should be made in accordance with all applicable state, local & federal regulations.





SPECIAL PROTECTION METHOD


Respiration Protection :  NIOSH-approved vapor respirator is recommended when handling in areas where adequate ventilation is not available.





Ventilation :  Recommended.





Protective Gloves :  Recommended.





Eye Protection :  Recommended.





Other Protective Equipement :  Impervious clothing should be worn when gross contact is likely ;  such as when cleaning up large spills.





9)SPECIAL PRECAUTIONS


A moderately cool, dry, well-ventilated area is considered adequate for the storage of dispersion pigment.  Direct sources of heat must be avoided and open containers must not be allowed to stand over extended periods of time.  Position containers so that any labelling information on the container is visible.


Close the drum when not use the product.  Mix the pigment dispersion before use.








TRANSPORTATION REQUIREMENTS


D.O.T. PROPER SHIPPING NAME (49CFR 172.101) : Pigment Liquid NOI


D.O.T. HAZARD CLASSIFICATION (49 CFR 172) :  None.  Non-Hazardous.


D.O.T. LABELS REQUIRED :  None.


HAZARDOUS WASTE :  No




















































































































The information contained herein is based on data considered accurate.  However, no warranty is expressed or implied regarding the accuracy of these data or the results to be obtained from the use thereof.  Vortex Argentina S.A.   assumes no responsibility for personal injury or property damage caused by the material.  Users assume all risks associated with the use of the material.


 





VORTEX ARGENTINA S.A.


PRODUCTOS PARA LA ESTAMPACIÓN TEXTIL, COSMÉTICA, PINTURAS, PETROLEO Y AGRO.


RIGLOS 855 CAPITAL FEDERAL (1424) ARGENTINA


TE: 49215242 / 49223373 / 49225573/ 49230305 / 49250044 – FAX: (54-11) 49242948


E-mail: info@vortexarg.com.ar Internet: www.vortexarg.com.ar
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